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PUDCHERRY POWER CORPORATION LIMITED

O / 1% (A GOVERNMENT OF PUDUCHERRY UNDERTAKING)
PROJECT OFFICE, T.R.PATTINAM, KARAIKAL.

No. D- 518 /PPCL/ EE/AE (Civil)/QN/2021-22 / 4280

QUOTATION NOTICE

DESPATCHED
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Date: //.11.2021

Sealed quotations are invited by the under signed from the Contractor / Specialized firms.
The same will be received by the undersigned, up to 3.30 P.M on 26/11/2021 and opened at 4.00

P.M on the same day.

S.No Description of items Qty Rate

Unit Amount

CodeNo:6.1.2

Brick work with common burnt clay F.P.S (non
1. | modular ) bricks of class designation 3.5 in| 2.5
foundation and plinth in - cement mortar 1:6 (1
cement : 6 coarse sand)

Cum

CodeNo:13.5.1
5 | 15mm cement plaster on rough side of single or half | 5q
brick wall of mix - 1:4 (1 cement :4 coarse sand)

Sgqm

Code.No: 13.46.1

Finishing walls with acrylic smooth exterior paint of
required shade - New work (two or more coat 20
applied @ 1.67 Itr/10 sqm over and including |
priming coat of exterior primer applied @ 2.20 kg /
10 sqm

[STeVer [

Code No:15.3

Demolishing R.C.C work manually / by mechanical
4 | means including stacking of steel bars and disposal
of unserviceable material within 50 metres lead

Cum

CODE NO:16.11
5. | Epoxy bonding of new concrete to old concrete. 9

Sqm

CODE NO; 27.28.2

Chipping of unsound / weak concrete material
from slabs , beams , columns etc. with manual
Chisel and / or by standard power driven
percussion type or of approved make including
6 | tapering of all edges , making square shoulders of 9
cavities including cleaning the exposed concrete
surface and reinforcement with wire brushes etc.
| and disposal of debris for all lead and lifts all

| complete - 50 mm average thickness

Sqm

e

to column and beam.

ly of non-shrink micro concrete RENDEROC
'OR EQUIVALENT and mixing the same with
nded water power ratio and 10mm down

\ed aggregate using slow speed heavy
pouring the same into the form work
ity waterproof plywood with 9
ers and supported safely for the
vith all lead and lift etc., complete
the Engineer in charge. (All

and plants are to be

at his own cost).

Sqm

connectors of 8mm

d 75mm deep, at every

om in staggered form.

oles with airblower to | 9

xing of shear
anchor grout
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